
CLEANING AND CARE

The future formula is called Resysta.
Raw material used:

Approx. 60% rice husk + 22% common salt + approx.18% mineral oil = Resysta

All specifications are valid for installation according to the installation instructions. In order to take account of technical progress, we reserve the right to change these instructions without prior notice.
Due to printing technique used,  colors, photos and graphics may differ from the original.

• no graying
• rot-proof
• impervious
• tear-proof

GUARANTEE
15 YEARS



 www.resysta.de

COLOR REMOVAL:
It is possible to change or remove the color. Sand the colored surface 
(sandpaper grit 24). This allows you to recreate the structural effect. The 
appearance of the product now corresponds to the natural initial state. If 
desired, apply a new color.

PROTECTION COLOR APPLICATION:
If the terrace is used intensively or there is a risk that grease or other 
products are spattered, we recommend the colorless Resysta protective 
glaze, to facilitate maintenance. Like all porous materials (wood, stone, 
wood composite ...) Resysta can absorb splashes, resulting in stains. It is 
therefore better to protect the terrace. How often the protective glaze has 
to be renewed, depends on the grade of utilization. However, its protective 
properties can last for several years.

CLEANING AND CARE OF RESYSTA - PAINTED TERRACE:
By applying the protective lacquer Resysta RCC, the adherence of stains 
can be avoided. Thus, the maintenance of the boards is facilitated.
CLEANING: Water and a common cleaning agent is sufficient for cleaning. 
For more stubborn stains (grease ...) a brush can be used.
CARE / MAITENANCE: No special maintenance needed. Depending on the 
wear and scratches, the entire board surface can be sanded and a protec-
tive layer can be applied.

To remove stains, pour relatively hot water 
(not boiling) onto the stain. Then apply Resysta 
Cleaner (RSC).

Apply the Cleaner with a brush or scrubber. In the case of very stubborn stains (engine 
oil...): sand the the stained area with abrasive 
paper grit 40 to 60 and then apply water and 
rub Resysta Cleaner vigorously.

HINT:  WE RECOMMEND TO FIRST TREAT RESYSTA WITH RCC SEALER. 
            THANKS TO THIS PROTECTION, STAINS CAN EASILY BE REMOVED.

Cleaning of Stains: General

CLEANING AND CARE OF RESYSTA NATURAL (COLORLESS).
CLEANING: Dirt can easily be removed with a jet of water
(garden hose or high-pressure jet at appropriate distance). For stubborn 
stains, a brush can be used. If the stains can not be removed, the board can 
be sanded slightly (grain 40 to 60).

MAINTENANCE: In addition to normal cleaning, no special cleaning is 
required. The decking can subsequently be glazed and / or varnished. 
Beforehand, the terrace has to be cleaned thoroughly and, if necessary, be 
sanded.

CLEANING AND CARE OF RESYSTA  FOR COLORED TERRACE:
The surface is colored with a color of the color range developed by Resysta. 
The color brightens slightly with time (considerably less than wood compo-
sites).
CLEANING: dirt can be removed with a low pressure jet of water (garden 
hose) or be cleaned with a soft brush. For stubborn dirt (grease, wine ...) 
the board may be slightly sanded (grain 40 to 60). Then apply some color 
with a cloth or rag. Dilute the color with a little water and, if necessary, add 
undiluted color to achieve a darker coloring.
FOR STUBBORN STAINING:
Apply Resysta Cleaner RSC undiluted on the surface to be cleaned and leave 
for a few minutes. Then brush vigorously. Keep the surface slightly damp 
with hot water.
Finally, rinse with plenty of water. Note: the application on colored surfaces 
can leave tracks.
CARE: In the course of time, the color can fade with normal use (depending 
on degree of utilization). If required, it is possible to refresh the paint with 
a diluted color application (3 parts water to 1 part of glaze). Beforehand, 
the terrace must be thoroughly cleaned and, if necessary, slightly sanded 
(sandpaper grit 100 to 120). Traces of use can be individually sanded and 
re-colored.To refresh the color it can be applied with a brush or a soft cloth.



Standard Care:  (untreated Resysta surface: not colored, not glazed)

Red Wine:  (untreated Resysta surface: not colored, not glazed)

If possible, remove the stain immediately to avoid 
penetration.

Remove dirt residues. Clean with hot water and a brush. Rinse 
thoroughly.

For more stubborn stains use Resysta Cleaner RSC 
(dilutetd with hot water or undiluted).

Remove the soiling with a brush. If necessary, 
repeat step 4 and 5 several times.

Rinse thoroughly with water.

If possible, remove the stain immediately to avoid 
penetration.

Remove wine residues. and clean with hot water and a brush. 

For more stubborn stains use Resysta Cleaner RSC 
(dilutetd with hot water or undiluted).

Remove the soiling with a brush. If necessary, 
repeat step 4 and 5 several times.

Rinse thoroughly with water.



Oil: (untreated Resysta surface: not colored, not glazed)

Grease: (untreated Resysta surface: not colored, not glazed)

If possible, remove the stain immediately to avoid 
penetration.

Remove oil stain with a brush and hot water. For more stubborn stains use Resysta Cleaner 
RSC (diluted or undiluted).

Remove the soiling with a brush. If necessary, 
repeat step 3 and 4 several times.

If stains are still visible after cleaning, sand the 
material with grit 40 to 60.

* In the case of colored Resysta surfaces it might be necessary to re-apply the paint. Dilute the paint with water until the desired color shade is obtained. 
 Apply a layer of this mixture with a cloth.

Rinse with water.

If possible, remove the stain immediately to avoid 
penetration.

Remove grease spot with a brush and hot water. For more stubborn stains use Resysta Cleaner 
RSC (diluted or undiluted).

Use a brush to remove the soiling. If necessary, 
repeat step 3 and 4 several times.

If stains are still visible after cleaning, sand the 
material with grit 40 to 60.

Rinse with water.


